bimed pss Polyamide Cable Glands

Bimed offer one of the broadest ranges of UL,CSA & VDE approved IP 68 Polyamide cable glands. All glands are manufactured
to the highest standards combining innovative design and precise manufacturing methods to provide the products you need
for your specific applications. Some of the advantages of Bimeds IP68 Polyamide glands are;

Smooth bore

Quick assembly

No need to remove cap during
installation offering substantial
labour savings

UL, CSA and VDE approved
Waterproof to IP68 to 5 Bar due
to neoprene seal used

Made of Polyamide 6 for good
temperature resistance
(-30°C to +80°C)

Aesthetic finish

Perfect cable protection

No screw clamps to damage
outer insulation of cables

Lamellate construction
guaranteeing equal cable
compression

Each fitting can accommodate

Trapeze thread to eliminate cross
a wide range of cables

threading
Advanced thread design improves
cap compression
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This short form details the range of IP68 Polyamide cable glands available from Bimed through AP Technology.
This range has been designed for use in a variety of end markets and applications, offering a high quality
UL, CSA & VDE approved solution to your Polyamide cable gland requirements at a commercially competitive price.

When viewing this publication electronically, clicking one of the buttons below will take you directly to that gland series page.

LA E GGG An overview of our Interconnect line cardl

Our range of Metric threaded

Our range of”National Pipe Thread”
Polyamide cable glands

style threaded Polyamide cable
glands

Our range of “Panzer-Gewinde”

Our range of “JIS Parallel Pipe Ptyle”
threaded Polyamide cable glands

threaded Polyamide cable glands

Our range of Metric, Pg, NPT & Pf
threaded Polyamide lock nuts

Our range of Euro Metric threaded
Polyamide cable glands

For further information on Bimed's extensive range of cable glands or to arrange a visit by a member of our team,
please do not hesitate to contact us on the number below
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Technical details
Material Body

Seal

Colour

Protection Class
Temperature Range
Operational temperature
Approvals UL, CSA & VDE

bimed

Polyamide 6
Neoprene
RAL7001
RAL9S005
RAL7035
RAL5015 Blue (to order)
RAL3020 Red

RAL 9003 White

IP 68, 5 bar

-30°C to 80°C permanent
Up to +150°C intermittent

Grey
Black
Light Grey

Manufactured according to the requirements of EN 50262

Euro Metric Thread - Standard Series Polyamide Cable Glands

M12x1.5 M16x1.5 M20x1.5 M25x1.5 M32x1.5 M40x1.5 M50x1.5 M63x1.5
~ Grey BM-EN-0S | BM-EN-01 | BM-EN-02 | BM-EN-03 | BM-EN-04 | BM-EN-05 | BM-EN-06 | BM-EN-07
LightGrey BM-EN-1S | BM-EN-11 | BM-EN-12 | BM-EN-13 | BM-EN-14 | BM-EN-15 | BM-EN-16 | BM-EN-17
Black BM-EN-2S | BM-EN-21 | BM-EN-22 | BM-EN-23 | BM-EN-24 | BM-EN-25 | BM-EN-26 | BM-EN-27
BM-EN-3S | BM-EN-31 | BM-EN-32 | BM-EN-33 | BM-EN-34 | BM-EN-35 | BM-EN-36 | BM-EN-37
BM-EN-4S | BM-EN-41 | BM-EN-42 | BM-EN-43 | BM-EN-44 | BM-EN-45 | BM-EN-46 | BM-EN-47
BM-EN-5§ | BM-EN-51 | BM-EN-52 | BM-EN-53 | BM-EN-55 | BM-EN-55 | BM-EN-56 | BM-EN-57
D (mm) 12 16 20 25 32 40 50 63
TL (mm) 6 8 10 10 10 10 18 18
Spanner (mm) 15 19 24 29 36 46 60 65
Clamping Range (mm)
Min @ 3 6 11 15 19 30 3
Max @ 6.5 8 12 17 21 28 38 a4
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Technical details

Protection Class

Temperature Range

Operational temperature
Approvals UL, CSA & VDE

bimed

Material Body Polyamide 6
Seal Neoprene
Colour RAL7001 Grey

RAL9005 Black
RAL7035 Light Grey

IP 68, 5 bar
-30°C to 80°C permanent
Up to +150°C intermittent

Manufactured according to the requirements of EN 50262

NPT Thread - Standard Series Polyamide Cable Glands

Size NPT3/8 NPT3/8 NPT1/2 NPT1/2 NPT1/2 NPT1/2 NPT3/4 NPT/3/4 NPTl  NPT1/4
Grey BSPA-01 | BSPB-01 | BSPB-02 [sspsn-oz BSPC-02 |Bspm-nz BSPC-03 | BSPD-03 | BSP-04 | BSPE-05
LightGrey BSPA-11 | BSPB-11 | BSPB-12 [sspsn-n BSPC-12 |BSPCA—12 BSPC-13 | BSPD-13 | BSP-14 | BSPE-15
Black BSPA-21 | BSPB-21| BSPB-22 |BSPBA-22| BSPC-22 |BSPCA-22| BSPC-23 | BSPD-23 | BSP-24 |BSPE25
TL (Inch) | 0590 | 0590 | 0.590 | 0.590 | 0.590 | 0.590 | 0.5%0 | 0.590 | 0.709 | 0.590
Spanner (Inch) | 0.866 | 0945 | 0.945 | 0.866 | 1.063 | 1.299 | 1.063 | 1.299 | 1.654 | 1.811
Clamping Range (Inch)

Min @ 0197 | 0.236 | 0.236 | 0.197 | 0.394 | 0.511 | 0.394 | 0511 | 0.709 | 0.709
Max @ 0394 | 0.472 | 0472 | 0394 | 0551 | 0709 | 0.551 | 0.709 | 0.984 | 0.984

— _————
NPT Thread - Polyamide Cable Glands With Reducing Seal

Size NPT3/8 NPT3/8 NPT1/2 NPT1/2 NPT1/2 NPT1/2 NPT3/4 NPT/3/4 NPT1  NPT1/4
Grey BSPA-01 | BSPB-01 | BSPB-02|BSPBA-02 | BSPC-02 |[BSPCA-02 | BSPC-03 | BSPD-03 | BSP-04 | BSPE-05
LightGrey BSPA-11 | BSPB-11 | BSPB-12 | BSPBA-12 | BSPC-12 |BSPCA-12 | BSPC-13 | BSPD-13 | BSP-14 | BSPE-15
BSPA-21 | BSPB-21 | BSPB-22 | BSPBA-22 | BSPC-22 |[BSPCA-22 | BSPC-23 | BSPD-23 | BSP-24 | BSPE-25
TL (Inch) 0.590 | 0.590 | 0.590 | 0.590 | 0.590 | 0.590 | 0.590 | 0.590 | 0.709 | 0.590
Spanner (Inch) | 0.866 | 0.945 | 0.945 | 0.866 | 1.063 | 1.299 | 1.063 | 1.299 | 1.654 | 1.811
Clamping Range (Inch)

Min @ 0197 | 0.236 | 0.236 | 0.197 | 0.394 | 0511 | 0.394 | 0511 | 0.709 | 0.709
Max @ 0394 | 0472 | 0472 | 0394 | 0551 | 0709 | 0.551 | 0.709 | 0.984 | 0.984
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Technical details
Material Body

Seal

Colour

Protection Class

Temperature Range

Operational temperature
Approvals UL, CSA & VDE

bimed

Polyamide 6
Neoprene

RAL7001 Grey
RAL9005 Black
RAL7035 Light Grey

IP 68, 5 bar
-30°C to 80°C permanent
Up to +150°C intermittent

Manufactured according to the requirements of EN 50262

Pf Thread - Spiral Polyamide Cable Glands

Size PF 3/8 PF1/2 PF 1/2 PF3/4 PF1
Grey BPF-01 | BPF-02 | BPF-03 | BPF-04 BPF-05

LightGrey BPF-11 | BPF-12 | BPF-13 | BPF-14 BPF-15
BPF-21 | BPF-22 | BPF-23 | BPF-24 BPF-25

TD (mm) 17 21 21 27 33

TL (mm) 11 11 11 12 13

Spanner 22 24 27 33 42

Clamping Range (mm)

Min @ 5.0 6.0 10.0 13.0 18.0

Max @ 10.0 12.0 14.0 18.0 25.0
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Pf Thread - Spiral Polyamide Cable Glands With Reducing Seal

Size PF3/8 PF1/2 PF1/2 PF3/4 PF1
Grey BPFR-01 | BPFR-02 | BPFR-03 | BPFR-04 | BPFR-05
LightGrey BPFR-11 | BPFR-12 | BPFR-13 | BPFR-14 | BPFR-15
Bl BPFR-21 | BPFR-22 | BPFR-23 | BPFR-24 | BPFR-25
TD (mm) 17 21 21 27 33
TL (mm) 11 11 11 12 13
Spanner 22 24 27 33 42
Clamping Range (mm)

Min @ 3.0 5.0 7.0 9.0 12.0
Max @ 7.0 9.0 12.0 16.0 20.0
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bimed

Technical details

Colour RAL7001 Grey
RAL9005 Black
RAL7035 Light Grey
RAL5015 Blue (* to order)
RAL3020 Red
RAL 9003 White

Material Polyamide 6, 30% glass fibre reinforced

Metric Thread - Flanged Polyamide Lock Nuts

Size M12x1.5 M16x1.5 M20x1.5 M25x1.5 M32x1.5 MA40x1.5 M50x1.5 M63x1.5
‘Grey BML0S | BML-01 | BML-02 | BML-03 | BML-04 | BML-0S | BML-06 | BML-07
LightGrey BML-1S | BML-11 | BML-12 | BML-13 | BML-14 | BML-15 | BML-16 | BML-17

BML-2S | BML-21 | BML-22 | BML-23 | BML-24 | BML-25 | BML-26 | BML-27
BML-3S | BML-31 | BML-32 | BML-33 | BML-34 | BML-35 | BML-36 | BML-37
BML-4S | BML-41 | BML-42 | BML-43 | BML-44 | BML-45 | BML-46 | BML-47
BML-5S | BML-51 | BML-52 | BML-53 | BML-54 | BML-55 | BML-56 | BML-57
Spanner (mm) 18 22 26 32 41 50 60 75

Pg Thread - Flanged Polyamide Lock Nuts

Size Pg7 Pg9 Pg11 Pgi135 Pgl6 Pg21 Pg29 Pg 36 Pg 42 Pg 48

Grey BL-01 BL-02 BL-03 BL-04 BL-05 BL-06 BL-07 BL-08 BL-09 BL-10
LightGrey BL-11 BL-12 BL-13 BL-14 BL-15 BL-16 BL-17 BL-18 BL-19 BL-20

BL-21 BL-22 BL-23 BL-24 BL-25 BL-26 BL-27 BL-28 BL-29 BL-30
Spanner (mm) | 19 22 24 27 30 36 6 60 65 70

NPT Thread - Flanged Polyamide Lock Nuts Pf Thread - Flanged Polyamide Lock Nuts
Size NPT3/8 NPT1/2 NPT3/4 NPT1 Size Pf3/8 Pf1/2 Pf3/a Pf1
Grey BPL-01 | BPL-02 | BPL-03 | BPL-04 Grey BFL-01 | BFL-02 | BFL-03 | BFL-04
LightGrey BPL-11 | BPL-12 | BPL-13 | BPL-14 LightGrey BFL-11 | BFL-12 | BFL-13 | BFL-14

BPL-21 | BPL-22 | BPL-23 | BPL-24 Bla BFL-21 | BFL-22 | BFL-23 | BFL-24
Spanner (mm) 22 27 33 47 Spanner (mm) 12 27 33 47

In addition to bimeds extensive range of hexagonal lock nuts a range of non-flanged lock nuts is also available, for further details please contact us.
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